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Active lockers key features  
• Robust and hardwearing 
• Injection moulded tray 
• Satin anodised aluminium carcass 
• Integrated hinge design 
•  Available in 310 or 410mm  

locker widths
• 13mm solid grade doors 
• Choice of locking mechanisms  
•  Suitable for wet and dry 

environments
• Practical in design and functionality 
• High impact resistant

Active doors
13mm thick solid grade laminate that 
o�ers a high impact resistance and  
is impervious to water.

Hinge
Strong integral sprung aluminium 
extruded hinge which returns the 
door to the closed position.

Body
Silver satin anodised aluminium 
extruded frame, together with 1mm 
thick matching aluminium carcass 
provides a sturdy body assembly.

Dividers
Hygienic, easy to clean, light grey 
injection moulded horizontal trays.

Ventilation
3mm space between the doors and 
the frame allows air to circulate 
through the locker.

Stands
Venesta recommends that the lockers 
be installed on a raised, concrete base 
in wet areas. Please contact our sales 
team for details.

Alternatively, the lockers can be 
mounted on a powder coated 
cantilevered bench.

Overall height
Active lockers  1800mm
Bench lockers   1460mm  

from bench level

Widths
310mm (not applicable to Model Z) 
410mm

Depth
505mm 
780mm (including bench)

Colour �nish
36 colours.

Locks
• Coin retain 
• Coin return 
• Cylinder/cam lock  
• Electronic

Accessories
• Laser cut numbers for locker doors  
•  Corresponding wristband in red 

or blue

Performance
Aluminium carcass only. 
Solid grade laminate (SGL) doors only.
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Bench locker

Active locker

Lockers

Technical Specifying lockers and benches

Our benches have been designed to 
provide strength, safety and �exibility. 
They feature solid beechwood slats, 
available in �ve styles each with 
complementary framework in a Black 
nylon coated galvanised steel. 

These bench systems are ideal for any 
of our washroom or cubicle systems, 
in both wet and dry environments.

Benching key features
•  Designed for strength, �exibility 

and safety
•  Double corrosion protected, powder 

coated frame
•  Hardwearing solid beechwood slats
•  Available in �ve styles, each with 

complementary framework
•  Suitable for wet and  

dry environments
• Designed for high level use

Pro�les
• Perimeter
• Perimeter cantilever
• Cubicle benching
• Island with integral coat hooks
• Free-standing
• Locker benching

Dimensions
Standard bench height 435mm.

Performance
Solid beechwood slats only. 
Nylon coated galvanised steel 
 – Black only.

Wall mounted coat hooks
Light Grey aluminium or ABS.  
Quantity and position to suit 
customers’ individual requirements.

Cubicle bench
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Perimeter cantilever

Free-standing Island

Benches

Specialist ranges


